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How to identify SLTPL6000 versus 
SLTPLUNT No-Slack® Top Plates
No-Slack® is designed to mount using two 
different bearing sizes. You can identify NT vs 
6000/7000/7000CC/H7 by measuring the bearing 
pocket dimensions.

The now obsolete SLTPL3000 top plate is replaced by the No-Slack® NT 
(SLTPLUNT). The SLTPL6000 and SLTPL7000 are not replacements for SLTPL3000.

Compatable 
mounts for 
No-Slack® NT  
and 3000 Series

Compatable mounts for No-Slack® 
6000/7000/7000CC/H7 Series

No-Slack® 6000/7000/  
7000CC/H7

No-Slack® NT

4.85"

Saddle 
Bearing 
Pocket

3.6"

3.6"

3.75"

Top Plate 
Mount Top Plate

LWO NT, 3000

ASB NT, 3000

APB NT, 3000

SMB NT, 3000

*If 3000 Series top plate on the bracket or slide, use KIT-PIN-3000.

Top Plate 
Mount Top Plate

ATB 6000, 7000, 7000CC

AWB 7000, H5092, H7
AWB  
BLAWB 7000, H5092, H7

AWX H5092, H7

LWB 6000, 7000, 7000CC

MTB 6000, 7000, 7000CC

MWS H5092, H7

NWB 6000

XPSA X5092

Top Plate 
Mount Top Plate

BSL 6000, 7000, 7000CC

BSM 6000, 7000, 7000CC

FMA 6000, 7000, 7000CC

FMA D3 6000, 7000, 7000CC

PMA 6000, 7000, 7000CC

PML 6000, 7000, 7000CC

PSA H5092, H7

PS5 H5092, H7
PS5  
Blocked H5092, H7

XPSA X5092


